
 
 
 

 
 

 

 

Geometric and physical features 

Features Value 

Nylon dowel diameter 8 mm 

Nylon dowel length 40 mm 

Diametro del foro 8 mm 

Galvanized screw diameter 6 mm 

Galvanized screw length 70 mm 

Fixing flange diameter 58 mm 

Colour Red 

 

 

Instructions for correct installation 

Make the hole with a diameter of 8 mm, insert the dowel into the hole, screw the screw 

after inserting it in the appropriate hole of the fixing flange; seal the flange by closing the 

cap. 

To fix the anti-punching systems for floors made with AR fiberglass preformed nets of the 

OLY MESH GLASS line, apply the connectors in the ratio of 3/m2. 

 

 

OLY CONNECT SAFE                                               
Universal connector consisting of nylon 
plug, galvanized screw and fixing flange 
 

 

OLY CONNECT SAFE is the universal connector suitable for 
fixing of pre-formed structural networks in AR fiberglass 

(alkaline resistant, with at least 17% zirconium). The connector 

consists of a 4-way universal nylon plug having a size of 8x40 

mm, a galvanized steel screw having a size of 6x70 mm and a 

nylon flange having an external diameter of 58 mm. The 

expansion of the dowel ensures excellent sealing both in solid 

elements such as solid bricks and concrete and in empty 

elements such as hollow bricks or plasterboard; the blocking of 

the anchor is guaranteed by effective anti-rotation wings during 

installation; made of nylon allows use in a wide range of 

temperatures between -40°C to + 80°C; the collar prevents the 

plug from entering the hole; the galvanized screw has excellent 

resistance to corrosive actions. 



 

 

Package 

Box: 100 pieces 

 

Storage, use and safety precautions 

Store in a dry place; 

Use appropriate precautions in handling, transport and storage in order to avoid damage; 

During the preparation and installation of reinforcement systems wear personal protective 

equipment (head, gloves, goggles and dust masks); 

The product before the application must be cleaned from dust, oils, fats etc; 

 

Certifications 

All products OLYMPUS are certified by our producers. 

On request, it is possible to receive the certificate of origin of the material and the 

certificate of characterization of mechanical properties, released by the suppliers of our 

producers. 

 

Warnings 

The technical specifications and application methods recommended herein are based 

on our current knowledge and experience and do not represent any form of guarantee 

of the final results obtainable with the product. It is the customer’s responsibility to 

check that this data sheet is still effective and has not been replaced with a more recent 

version, and that the product is suitable for the intended use. 

 

Product for professional use 
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For information, technical assistance and additional systems for structural reinforcement, visit the 

website: 

www.olympus-frp.com 

E-mail: 

info@olympus-frp.com 
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