
 
  

 

 

 

OLY GROUT MX is a quick-setting and controlled-shrinkage 

thixotropic repair mortar suitable for the restoration of 

deteriorated concrete and as an inorganic matrix for the 

application of FRCM systems with structural networks in carbon 

fiber, glass fiber, basalt fiber. OLY GROUT MX is a mortar 

composed of hydraulic binders resistant to sulphates, 

aggregates selected high-performance synthetic fibers and 

additives that give excellent thixotropic plastic rheology and 

ensure high adhesion to the substrate. OLY GROUT MX 

complies with the European standard EN 1504-3 class R4. 

 

OLY GROUT MX it has excellent physical-mechanical compatibility with concrete and other 

artificial stone materials. Resistant sulphate product. Plastic-thixotropic rheology optimized 

to facilitate application and reduce installation times. Physical-mechanical performance 

guaranteed and fiber-reinforced with high-performance polyacrylonitrile fibers. 

Excellent dimensional stability. Guaranteed durability due to the high resistance to 

carbonation. 

 

 

Characteristics Typical value 

Appearance Powder 

Color Grey 

Maximum grain size < 0,6 mm 

Grain field 0 – 0,6 mm 

Mixing water about 5 lt. 

Density of the powder product 1.250 Kg/m³ 

Density of the wet product 2.050 Kg/m³ 

Workability time * 40 min 

Setting time * 60 min 
 
* High temperatures reduce workability and setting times 
 

 

 

 

 

 

 

 

OLY GROUT MX                             

Fast setting, controlled shrinkage fiber-reinforced 

thixotropic mortar for structural recovery 



 
 

Mechanical characteristics of the 
product with manual application 

EN 1504-3 limits 
For R4 mortars 

Value 

Class R4 R4 

Typology  PCC 

Compressive strength after 1 day UNI 
EN 12190 

 ≥ 8  MPa 

Compressive strength after 7 day UNI 
EN 12190 

 ≥ 40 MPa 

Compressive strength after 28 day UNI 
EN 12190 

≥ 45 MPa ≥ 45 MPa 

Secant elastic modulus a 
compression EN13412 

≥ 20 GPa ≥ 20 GPa 

Adhesion to concrete EN 1542 ≥ 2 MPa ≥ 2 MPa 

Adhesion to concrete (UNI EN 1542) 
after freeze-thaw cycles EN 13687-1 
[MPa] 

≥ 2 > 2 

Impermeability to water (capillary 
absorption coefficient) UNI EN 13057 

≤ 0,5 Kg/m²·h¹/² ≤ 0,5 Kg/m²·h¹/² 

Impermeability to water (capillary 
absorption coefficient, UNI EN 13057) 
[Kg/m²·h¹/²] 

≤ 0,5 < 0,25 

Withdrawal / expansion prevented ≥ 2 MPa ≥ 2 MPa 

 

 

Mechanical characteristics of the 
product with mechanical application 

EN 1504-3 limits 
For R4 mortars 

Value 

Compressive strength 
UNI EN 12190 [MPa] 

At 28 days ≥ 45 

At 1 day> 26 
At 7 days> 38 

At 14 days> 44 
At 28 days> 60 

Tensile strength for bending 
UNI EN 196/1 [MPa] 

No request 

At 1 day> 4 
At 7 days> 6 

At 14 days> 7 
At 28 days> 8 

Adhesion to the concrete support 
UNI EN 1542 [MPa] 

No request 
At 7 days> 2.4 

At 14 days> 2.5 
At 28 days> 3 

 

 

 

 

 

 

 



 
 

Installation 

The substrate must be perfectly clean, compact, free from dust, grease, paint, etc. 

Carefully remove the degraded and inconsistent concrete by hammering until a compact 

support is found. The surface tensile strength of “Pull off” concrete must not be less than 

1.5 MPa, as indicated by the quality control procedures of the substrate according to EN 

1504-10. If the substrate has lower mechanical characteristics, the designer will evaluate 

the measures to be taken to protect against the poor characteristics of the original material 

(consult the Technical Department). The metal reinforcements in view must be freed from 

the concrete in contact with them by using a needle gun; sandblast the total surface and 

protect the metal reinforcements with OLY FER applied by brush. Saturate the area to be 

treated, taking care to eliminate any stagnant water at the time of casting. Mix the product 

for max. 2 minutes with a cement mixer or, in the case of small mixes, with a drill and 

whisk. Add ¾ of water required and continuously the product and the remaining water until 

the desired consistency is obtained. Apply with a trowel or spray with suitable plastering 

machines. If a continuous coating is required with OLY GROUT MX, it is essential to 

bushhammer the total surface, place a suitable galvanized electro-welded wire mesh 

connected and anchored to the support, and apply the mortar with a thickness such as to 

create a concrete cover of at least 2 cm. When application in several layers is foreseen 

(for thicknesses greater than 3 cm), between one coat and the other carry out smoothing, 

roughening with a notched trowel, hydro-washing and wetting before proceeding with the 

application of the next layer, making an interval between hand and the other at least 12 

hours. For different application times between the two coats, consult the Technical 

Department. 

 

Consumption  

18 Kg/m²/cm 
 

 

Packs 

25 kg bags 

Pallet 64x25 - 1600 Kg 

Storage 

The product fears humidity. Store in a sheltered and dry place; in these conditions and 

in unopened containers, the product maintains its stability for 12 months. 

 

 

 



 

 

 

Warnings   
Given the possibility that different supplies of the same raw materials have slightly 

discordant colors, between one production batch and another there may be small color 

variations that do not in any way affect the technical performance of the products 

supplied. Do not remix the product by adding water once it has begun to set. Do not add 

cement, additives or other mortars. Before use, check the integrity of the package and do 

not use the product with the presence of lumps. Use all the material once the package is 

opened. Take all the necessary precautions for a good curing of the casting. Do not cast 

at temperatures below + 5 ° C. Wet with water for the first 48 hours, or cover with wet 

plastic sheets or jute bags. Do not use anti-evaporation products if additional coatings 

are planned. The marking obligations are not linked to the intrinsic nature of a given 

product, but to the use for which a specific material is used: before placing the order, it 

will be the customer's responsibility to submit all the documentation available to the D.L. 

so that it can establish the suitability of the materials (in terms of certifications and 

performance) in relation to the use they are intended for. 

The technical and mechanical characteristics and the methods of installation indicated in 

this sheet are based on an extensive analysis of the state of the art of the research and 

of the applications in question, but cannot imply any guarantee on our part on the final 

result of the product. applied in particular with regard to the installation of systems that 

must be carried out by specialized personnel. 

The buyer is responsible for verifying the suitability of the products described in this 

document for the intended use and purposes. Olympus srl assumes no responsibility for 

the improper use of the material. The customer is required to verify that this sheet and 

the data reported therein are valid for the batch of product of his interest and are not 

outdated as replaced by subsequent editions and / or new product formulations or 

certifications. The customer is invited to contact our Technical Department in advance 

for further clarifications. This edition cancels and replaces any previous one. 
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For information, technical assistance and additional systems for structural reinforcement, visit the 

site: 

www.olympus-italia.com 

E-mail: 

info@olympus-italia.com 

mailto:info@olympus-italia.com

