
 
  

 

 

 

OLY RESIN 20 V is a two-component medium viscosity epoxy 

adhesive. The product is solvent-free and does not exhibit 

shrinkage upon hardening. It has excellent adhesion to various 

substrates such as concrete, steel, brick, wood and natural stones 

and is used as an adhesive and impregnating agent for the fabrics 

of the OLY TEX line for the structural reinforcement of vaults, 

pillars, beams, floors, walls. 
 

Physical properties 

OLY RESIN 20 V properties Summer version Winter version 

Number of component 2 (A+B) 2 (A+B) 

Catalysis ratio (weight) A:B=2:1 A:B=2:1 

Specific Weight a 20°C 1,10 ± 0,05 g/cm3 1,10 ± 0,05 g/cm3 

Minimum application temperature +30°/+40°C +7°/+25°C 

Pot Life 

5°C - - 

10°C 100 min - 

20°C 45 min - 

30°C 20 min 60 min 

40°C 10 min 40 min 

Hardening at 20°C 12-24 hours 14-24 hours 

Complete hardening at 20°C 7 days 7 days 

Resistance to thermal deformation 50°C 55°C 

 

Mechanical properties 

OLY RESIN 20 V properties Value 

Tensile strength ISO 527-1-2 (93) 60 MPa 

Tensile elastic module ISO 527-1-2 (93) 3000 MPa 

Tensile elongation ISO 527-1-2 (93) 2,9% 

Compressive strenght ASTM D 695 60 MPa 

Adhesion to concrete 3 MPa 

 

OLY RESIN 20 V 

Two-component medium viscosity epoxy resin for the 

bonding and impregnation of FRP systems 



 

 

Storage, use and safety precautions 

The product fears humidity, store in tightly closed containers, in a sheltered and dry 

place. In these conditions its stability is 24 months. 

During the preparation and installation of the resins necessary for the application of the 

fabric, operators must wear waterproof gloves, a mask and glasses; 

In case of contact with eyes, rinse thoroughly with water; 

In case of inhalation breathe clean air; 

In case of contact with the skin, simply rinse with water. 

Epoxy resins, due to their high adhesion, can damage work tools. 

Therefore, it is recommended to wash the tools before the products harden with solvents, 

and to use protective suits, in order to preserve the work clothes. 

 

Package 

Metallic tins Kg 6 (A+B). 

Metallic tins da Kg 18 (A+B). 

 

Consumption 

100-500 gr/m2 depending on porosity of the substrate. 

 

Instructions for correct installation 

1. The surfaces must be dry (new concrete must have a seasoning of at least 4 week), 

free of inconsistent parts and clear of dust, grease, paints and release agents.  

2. The surface must be sandblasted and possibly leveled to eliminate roughness 

greater than 1 mm. The substrate must have a direct tensile strength greater than 

1.5 N/mm2. 

3. Mix component “B” (hardener) in component “A” (resin) and mix with a low-speed 

drill (200-300 per minute) until a perfect amalgam is obtained, taking care not to 

incorporate air during mixing. 

4. In case of fractionated mixes respect the proportions in weight (not in volume) 

indicated on the packages. Apply the resin by brush or roller respecting a 

consumption of about 1,6 kg/m² and spread the tape or fabric. 

5. Massage the tape or fabric with a special roller so that the resin comes out of the 

fibers and complete, if necessary with additional resin to be applied by brush, the 

impregnation of the fibers. 

6. If the application requires additional layers of fiber reinforcements, apply a 

subsequent coat of OLY RESIN 20 V with a consumption of approximately 0,8 

kg/m², spread the tape or fabric and repeat the passage with the roller. 

 

 



 

 

Certifications 

All the products OLYMPUS-FRP are certified by our producers.  

It is possible to receive the certificate of origin of the materials and the certificate of 

characterization of mechanical properties.  

 

 

Warnings 

Don’t apply on wet or dusty surface.  

The equipment used must be cleaned with solvent before hardening. During the 

installation personal must wear protective equipment (googles, gloves and masks) to 

avoid contact with skin and eyes.  

The technical specifications and installation methods recommended herein are based on 

our current knowledge and experience and do not represent any form of guarantee of the 

final results obtainable with the product. It is the customer’s responsibility to check that 

this data sheet is still effective and has not been replaced with a more recent version, and 

that the products is suitable for the intended use. 

 
Product for professional use. 
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For information, technical assistance and more system for structural reinforcement system, visit the 

website: 

www.olympus-frp.com 

E-mail: 

info@olympus-frp.com 

mailto:info@olympus-frp.com

