
 
 
  

 

 

OLY STEEL 2000 G is a unidirectional steel fiber fabric with a 

total weight of 2000 g/m² with high resistance specific for 

structural consolidation interventions. 

 

OLY WALL STRUKTURA-F is a ready-to-use mortar based on 

natural hydraulic lime, CE marked in accordance with the 

requirements of UNI EN 998-1 / 2 and / or UNI EN 1504-3 with 2+ 

certification system for mortars for masonry, fiber-reinforced, 

tested for the non-emission of gamma / radon radiation; uses 

entirely recyclable natural materials, cooked at low temperatures, 

reducing emissions and energy consumption; it is free from 

Chromium VI; uses traditional materials, with a low content of 

soluble salts; in contact with water it forms very little soluble and 

very stable hydrated products of basic nature; reduced hydraulic 

shrinkage. It is compatible with the materials used in historic 

buildings and, once the work is completed, it improves the static 

and dynamic behavior of the structure. 

 

 

OLY STEEL 2000 G guarantees excellent characteristics of tensile strength, allows you to 

easily remedy precarious situations that affect both vertical structures and horizontals, 

allowing, unlike interventions made with traditional materials, reduced invasiveness, as they 

allow to maintain almost unchanged the dimensions of the previous elements and their own 

weight and therefore of the entire structure. OLY STEEL systems have undoubted 

advantages: very high tensile strength, low specific weight, high resistance to environmental 

stresses. Furthermore, they have the advantage of being applied quickly and minimally 

invasive. The reinforcement properly placed can be subsequently plastered with traditional 

plasters on the market. 

 
 

 

 

 

 

 

 

 

 

 

 

 

OLY STEEL 2000 G SYSTEM 
Unidirectional fabric in galvanized steel fiber weight 2000 

g/m2 



 
 

 

 

 

 

 

 

Mechanical properties of dry fabric 

Features Nominal value 

Mechanical tensile strength 1.770 MPa 

Yarn density 7,850 g/cm3 

Resistant area of the strand 0,353 mm2 

N ° threads / cm warp 5,23 

N ° threads / cm weft 3,03 

Equivalent thickness of the tape 0,255 mm 

Resistant area per unit of width 255,41 mm2/m 

Maximum load per unit of length 612,99 kN/m 

Total weight 2.046 g/m2 

Warp weight 0 ° steel 2.005 g/m2 

Warp weight 0 ° glass 1 g/m2 

Warp weight 90 ° glass 40 g/m2 

Tensile strength of the strand > 2.400 MPa 

Normal modulus of elasticity of the belt ≥ 200 GPa 

Breaking deformation of the belt > 1,6% 

Belt height 10-15-20-30 cm 

 

 

 

Pack 

The fabric is available in 50ml rolls, with standard widths from 10cm to 30cm. 

The mortar is available in 25 kg bags, 60x25 - 1500 kg pallets. 

 

 

 

 

 

 



 

 

 

 

 

 

Installation 

1. Demolition of the existing plaster until reaching the masonry surface for the portion to 

be reinforced; 

2. Thorough cleaning of dust, oils and paints of the wall support on which the 

reinforcement system is to be applied; 

3. Washing and wetting of the surface until saturation; 

4. Application of a first layer of OLY WALL STRUKTURA-F type mortar with a trowel or 

spray with a suitable plastering machine, following the instructions given in the 

respective technical data sheets; 

5. Application on the previous “fresh” layer of mortar of the OLY STEEL 2000 G mesh, 

taking care to ensure an overlap between adjacent strips of at least 15 cm; 

6. Application of a second layer of OLY WALL STRUKTURA-F type mortar with a trowel 
or spray with a suitable plastering machine, following the instructions given in the 
respective technical data sheets. The total thickness of the mortar must be included, 
in the case of a single mesh, between 5 and 15 mm, net of the leveling of the substrate. 
In the case of several nets, the maximum thickness cannot exceed 30 mm. 

Note: in the case of reinforcement on a single face of the masonry or on two faces but in 
the presence of sack walls or facings that are not connected or not adequately 
connected, it is necessary to use connectors from the OLY CONNECT line at the rate of 
2-4 connectors per m2 . 

 

 

Storage and safety conditions 

Store in a covered and dry place; 

Use appropriate precautions in handling, transport and storage activities in order to 

avoid damage; 

During the preparation and installation of the reinforcement systems, wear personal 

protective equipment (head, gloves, goggles and dust masks); 

Before installation, the product must be cleaned of dust, oils, greases, etc .; 

For more information, refer to the technical data sheets of OLY WALL STRUKTURA-F 

mortars. 

 

 

 

 

 



 

 

 

 

 

Warnings 

The technical and mechanical characteristics and the methods of installation indicated in 
this sheet are based on an extensive analysis of the state of the art of the research and of 
the applications in question, but cannot imply any guarantee on our part on the final result 
of the applied product. especially with regard to the installation of the systems that must 
be made by specialized personnel. The customer is required to ensure that the technical 
bulletin is valid and not outdated by subsequent updates and to verify that the product is 
suitable for the intended use. To carry out the various types of intervention, consult the 
reference specifications and the technical sheets of the materials to be used. 
 
Product for professional use  
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Per informazioni, assistenza tecnica e ulteriori sistemi per il rinforzo strutturale, visita il sito: 

www.olympus-italia.com 

E-mail: 

info@olympus-italia.com 

mailto:info@olympus-italia.com

