
 
 
 

 

 

Fields of use 
The OLY RESIN 10 cartridge system is particularly suitable for: 
- grouting of carbon, glass and aramid bars; 
- the grouting of metal parts; 
- smoothing of surfaces, grouting of holes and in all those applications where strong 

adhesion between matrix and support is required; 
- Filling of holes for anchoring pultruded bars, rods of different diameters, etc.. 

 

 

Technical features 

Features Typical value 

System specific weight at 20 ° C 1,65 ± 0,05 

Application temperature 
Summer version +5 - +40 ° C 
Winter version +7 - +25 ° C 

Pot life (at 20 °C) 18 - 20 minutes 

Full hardening time (20 ° C) 7 days 

 

 

 
 

 
 

 

OLY RESIN 10 (cartridges)                       
Structural adhesive epoxy mastic in cartridges for grouting 

iron, steel, carbon, glass and aramid bars 

 

 

The two-component epoxy system OLY RESIN 10 (A + B) is 

a solvent-free, thixotropized and filled epoxy mastic, 

specially designed for grouting iron, steel, carbon, glass and 

aramid bars. The packages are pre-dosed in 600 g 

cartridges: 400 g for the resin (white color), and 200 g for the 

hardener (black color). OLY RESIN 10 (A + B) is CE marked 

as structural bonding according to EN 1504-4. Advantages 

include: high stability on vertical surfaces and ceilings; it can 

also be applied at low temperatures (up to + 5 ° C); does not 

undergo volumetric shrinkage; high mechanical 

performance; impermeable to water; resists atmospheric 

agents, oil, alcohol, grease. 



 
 

Mechanical properties 

Characteristic Value Method 

Tensile strength 60 MPa ISO 527-1-2 (93) 

Tensile modulus of elasticity 3.000 MPa ISO 527-1-2 (93) 

Tensile elongation 2,9 % ISO 527-1-2 (93) 

Compressive strength 60 MPa ASTM D 695 

Adhesion to concrete 3 **  -  

** Breaking of concrete 
 
 

EN 1504-4: Products and systems for the protection and repair of 

concrete structures - Structural bonding 

Characteristic Limit Typical value 

Shear resistance UNI-EN 12188 > 12 MPa 

Compression shear strength UNI-EN 12188 

a 50° > 40 MPa 

a 50° > 40 MPa 

a 50° > 40 MPa 

Tensile strength UNI-EN 12188 > 50 MPa 

Linear shrinkage UNI-EN 12617-1 a 30°C 0,046 % 

Compressive strength UNI-EN 12190 > 50 MPa 

Durability UNI-EN 13733 Outdated specification 

Adherence UNI-EN 12188 Outdated specification 

Sensitivity to water - Compliant 

Tensile modulus of elasticity ISO 527-1-2 (93) > 3.000 MPa 

Elongation at break ISO 527-1-2 (93) > 2,9 % 

Tensile breaking load ISO 527-1-2 (93) > 50 MPa 

 
 
 



 
 

Substrate preparation 
Cement, concrete and brick substrates must be prepared by mechanical cleaning, 
sandblasting or roughened with abrasive wheels. 
This is in order to obtain a surface free from friable parts, healthy and as smooth as 
possible. 
Dust must be removed by suction before applying the resin. 

 

System preparation 
Open the cartridge, remove the tip and screw the mixing spout. Start pumping the system, 
with the special gun. At the end of mixing, the product leaving the mixer takes on a greyish 
hue. 
The freezing time (useful installation life) begins when the two parts are mixed. 
With higher temperatures the processing time is shortened; with lower temperatures it 
stretches. Furthermore, the larger the mass, the shorter the processing time. 
In case of low temperatures (below +5 ° C) and / or with high humidity levels, the 
application of this product is not recommended. For applications in hot or cold 
environments, it is recommended to keep the product for at least 12 hours in an air-
conditioned room (20 ° C) in order to facilitate mixing operations and not excessively 
affect the workability life of the system. 
This product must be handled and used by experienced operators. It must be ensured 
that the application of this material takes place on schedule. 
Processing residues must be hardened and disposed of as special waste. 
The tools used can be cleaned with solvents, the most suitable is acetone. 
Once the system has hardened, it can only be removed by mechanical action. 

 

Packs 
The packages are pre-dosed in 600 g cartridges: 400 g for the resin (white color), and 
200 g for the hardener (black color). 
The box contains 20 cartridges with relative mixing points. 

 

Storage and safety conditions 

The product stored in its original packaging and kept at room temperature is stable for 
one year. 

 

Consumption 

Fabric impregnation → 0.6-1.5 Kg / m2; 

Sarciture and grouting → 1 Kg / dmc. 

 

 

 

 

 



 

 

Warnings 

The technical and mechanical characteristics and the methods of installation indicated in 

this sheet are based on an extensive analysis of the state of the art of the research and of 

the applications in question, but cannot imply any guarantee on our part on the final result 

of the product. applied in particular with regard to the installation of systems that must be 

carried out by specialized personnel. 

The buyer is responsible for verifying the suitability of the products described in this 

document for the intended use and purposes. Olympus srl assumes no responsibility for 

the improper use of the material. The customer is required to verify that this sheet and the 

data reported therein are valid for the batch of product of his interest and are not outdated 

as replaced by subsequent editions and / or new product formulations or certifications. 

The customer is invited to contact our Technical Department in advance for further 

clarifications. This edition cancels and replaces any previous one. 

 

 

Product intended for professional use 
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For information, technical assistance and additional systems for structural reinforcement, visit the 

site: 

www.olympus-italia.com 

E-mail: 

info@olympus-italia.com 

mailto:info@olympus-italia.com

