
 

OLY WALL I 15 
 
 

Injection grout based on NHL 
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Features 

 Excellent workability  
 Thixotropic 
 Excellent adhesion 

 

Technical data Typical value 

Units per pallet 54 unit/Pal. 

Quantity per unit 20 kg/cf. 

Yield approx. 13 L/cf. 

Water demand approx. 6 l/cf. 

Fresh mortar density approx. 1.975 kg/m³ 

Apparent dry bulk density approx. 1.650 kg/m³ 

Water vapour permeability  5 - 15 

Thermal conductivity λD 0,82 W/mK (tabulated value) 

Thermal conductivity λ10,dry (EN 1745:2002) 0,82 W/mK (tabulated value) for P=50% 

Thermal conductivity λ10,dry (EN 1745:2002) 0,89 W/mK (tabulated value) for P=90% 

pH value approx. 13 

Compressive strength (28 days) 15 MPa (EN 1015-11) 

Elastic modulus  13 GPa 

GM (EN 998-2) M15 

Reaction to fire A1 

 
 

OLY WALL I 15 

Injection grout based on NHL 

 
OLY WALL I 15  is a high-performance injection grout formulated with 
natural hydraulic lime NHL5 and finely ground high-quality limestone 
sand, designed for consolidation injections in masonry structures. It is 
ideal for use in historic masonry restoration and is particularly suitable 
for cultural heritage conservation. 

 
 



 

 
 
 
Base materials 

 Natural hydraulic lime – NHL in accordance with EN 459-1 
 Hydraulic binder  
 Finely ground high-quality limestone sand  
 Additives to enhance workability 

 
Application conditions 
During application and curing, ambient and substrate temperatures must not fall below +5 
°C or rise above +40 °C. Protect from frost during and after application, and for at least 
seven days following installation. 

 
Substrate preparation 
Any damaged areas of plaster must be removed. In the case of historic buildings, consult 
the appropriate authorities before removing cavities or unstable elements. If these elements 
are to be preserved, they must be consolidated using best-practice techniques. 

 
Preliminary treatment of the substrate 
Seal any cracks or voids that may allow leakage of the injection grout using OLY WALL 
hydraulic lime-based mortar. 

 
Preparation 
For manual application, mix the product with clean water in the prescribed amount using a 
mechanical stirrer or concrete mixer until a homogeneous mixture is obtained. Mixing time 
should be approximately 2–3 minutes. Once the grout has set, it must not be re-mixed. 

 
Application 
Drill injection holes in the masonry using a rotary drill. The holes should not exceed 20 mm 
in diameter and should reach a depth equal to two-thirds of the wall thickness. Spacing 
between holes depends on the consistency of the masonry and should be determined on-
site through preliminary injection tests. Insert a 15/20 mm diameter injection nozzle into each 
hole, fix the injector in place, and seal thoroughly. Saturate the substrate with water prior to 
injection. Inject the grout at low pressure, starting from the lowest row of holes. Apply fresh 
grout within one hour of mixing. 

 
Application warnings 
Do not reuse material that has been left in open containers or mix it with fresh product. 

 
Storage 
Minimum storage life: 9 months. 

 
 
 
 
 
 



 

 
 
 
General warnings 
The information in this technical data sheet corresponds to our current knowledge and 
experience. The data has been compiled with the utmost care and attention, but without any 
guarantee of accuracy or completeness, and without any responsibility for the user’s further 
decisions. The data itself does not entail any legal obligations or secondary duties of any kind. 
The data does not relieve the customer from independently verifying the product’s suitability 
for its intended use. Our products are subject to continuous quality control both on raw 
materials and the finished product to ensure consistent quality. Our technicians and 
consultants are available for information, clarification, and inquiries regarding the use and 
processing of our products, as well as for site inspections. Updated technical data sheets are 
available on the internet at www.olympus-italia.com or can be requested from our offices. 
Marking obligations are not linked to the intrinsic nature of a product but to the intended use 
for which a specific material is applied: before placing an order, it is the customer's 
responsibility to submit all available documentation to the Project Manager, so that they can 
determine the suitability of the materials (in terms of certifications and performance) for their 
intended use.To verify the latest version of this technical data sheet, information, technical 
assistance, and other structural reinforcement systems, please contact the Olympus technical 
office:  
email: ufficiotecnico@olympus-italia.com – tel: 800.910272 – web: www.olympus-italia.com 
 

 
Product for professional use 
 


