
 

OLY MESH GLASS 250  

 
Bi-directional preformed fibreglass mesh of 250 g/m2 

with anti-alkaline treatment 
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Geometric characteristics 

Property OLY MESH GLASS 250 Nominal value Tolerance 

Finished fabric weight 280 g/m2  +/- 5% 

Raw fabric weight 182 g/m2 +/- 5% 

Medium thickness of starched fabric 1,10 mm  +/- 5% 

Mesh size (internal measurements) 25x25 mm  +/- 5% 

Colour Rosso / Bianco  

Elongation at break 2,09%  

Average wire width 1,50 mm  

Equivalent thickness (warp) 0,0522 mm                                   +/- 5% 

Equivalent thickness (weft) 0,0522 mm                                   +/- 5% 

N° threads/meter warp 38  

N° threads/meter weft 38  

Roll height 100/200 cm  

Roll length  50 m  

 
 

 
 
 
 
 
 

OLY MESH GLASS 250 
Bi-directional preformed fibreglass mesh of 250 g/m2 with anti-
alkaline treatment 

 
OLY MESH GLASS 250 is a bi-directional, preformed glass fibre mesh 
suitable for the construction of anti-skid guards. Among its advantages, 
it is quick and easy to apply, is lightweight, has a low thickness and is 
very easy to handle. It has excellent characteristics. It is easy to cut; 
durable; does not rust; compatible with all substrates; can be used with 
both lime and cement-based mortars. 
 



 

 
 
 
Design property 

Property OLY MESH GLASS 250 Nominal value Tolerance 

Glass density 2,68 g/cm3  +/- 5% 

Glass elastic modulus 72.000 N/mm2 +/- 5% 

Single thread tensile strength* 0,80 KN +/- 5% 

Tensile strength* 30,5 KN/m  +/- 5% 

Resistant section 33,95 mm2/m +/- 5% 

Net elastic modulus 58.441 N/mm2 +/- 5% 

Breaking stress 900 N/mm2 +/- 5% 

 
* shooting speed 100 mm/min 

 

Packaging 
The net is available in rolls of 50 ml length and 100 cm height. 

 
Storage and safety conditions 
Store in a covered, dry place; 
Use appropriate precautions during handling, transport and storage to avoid damage; 
Wear personal protective equipment (head, gloves, goggles and dust mask) when preparing 
and laying reinforcement systems; 
The product must be cleaned of dust, oil, grease, etc. before installation.  

 
Installation of the OLYMPUS SAFE anti-slaking system 

1. Restoration of degraded joists and removal of any loose material. 
2. Application of OLY MESH GLASS 250 mesh to the soffit, ensuring an overlap 

between adjacent strips of at least 15 cm.  
3. In order to guarantee adequate collaboration of the reinforcement with the slab, the 

use of connectors from the OLY CONNECT SAFE line is mandatory, at a ratio of 3 
connectors per m², to be inserted in correspondence with the joists. 

4. The system may then be covered with fibre-reinforced lime-based structural mortar 
such as OLY WALL STRUKTURA or false ceilings, or left exposed. 

 
 
 
 
 
 
 
 



 

 
 
 
General Warnings 
The technical and mechanical characteristics and the application procedures indicated in 
this data sheet are based on extensive analysis of the state of the art of research and 
applications in the field. However, they cannot guarantee the final outcome of the applied 
product, particularly regarding the application of systems that must be installed by 
specialized personnel. The data have been developed with the utmost care and awareness, 
without any guarantee of accuracy and completeness and without any responsibility for any 
further decisions made by the user. The data in themselves do not imply any legal 
commitment or secondary obligations of any kind. The data do not exempt the client from 
independently verifying the product's suitability for its intended use. The buyer is responsible 
for ensuring the suitability of the products described in this document for the use and 
purposes intended. Olympus Srl assumes no responsibility for the misuse of the material. 
The customer must ensure that this sheet and the data contained within it are valid for the 
specific batch of product in question and have not been superseded by newer editions, 
formulations, or certifications. We recommend that customers contact our Technical Office 
for further clarification. This edition supersedes all previous versions.  
The product is classified as per Regulation (CE) N. 1907/2006 and therefore does not require 
a Safety Data Sheet. 
To check the latest version of this technical data sheet, for information, technical assistance, 
and other structural reinforcement systems, contact the Olympus Technical Office: 
email: ufficiotecnico@olympus-italia.com – tel: 800.910272 – web: www.olympus-italia.com 
 
 

 
Product for professional use 

 
 


