
 

OLY CONNECT CHAIN 

 
Reinforced polymer connector for fastening 

helical bars 
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Geometric and physical characteristics 

Characteristics for OLY 
CONNECT CHAIN for 

OLY CHAIN ø8 
Value 

A 7 mm 

B 3,9 mm 

C 8 mm  

D 5,9 mm 

E 11 mm 

F  8,41 mm 

Tensile strength  > 0,9 kN 

 
 
Characteristics for OLY 

CONNECT CHAIN for 
OLY CHAIN ø10 

Value 

A 9 mm 

B 5,9 mm 

C 10 mm  

D 5,9 mm 

E 11 mm 

F  10,41 mm 

Tensile strength  > 0,9 kN 

OLY CONNECT CHAIN 

Reinforced polymer connector for fastening helical bars 

 
OLY CONNECT CHAIN is a fastening system used for anchoring 
OLY CHAIN stainless steel helical bars in structural reinforcement. 
The fastening consists of a cylindrical dowel terminating in a flange 
from which two wings emerge, ensuring quick and easy 
installation. The glass-fibre reinforced polypropylene construction 
guarantees high impact and erosion resistance, excellent durability 
and high thermal resistance. 

 
 
 



 

 

 
 
Uses 
• Connections for structural reinforcement systems by means of band cladding;  
• Connections for structural reinforcement systems using diffuse plating;  
• Mechanical anchorages for presidium systems for floors with crumbling problems;  
• Seams for façade cladding; 
• Anti-liftout connections for curtain walls. 

 
Installation instruction 
Creation of the pilot hole of a suitable width and depth equal to the length of the helical bar 
to be used. Once the helical bar has been installed inside the hole, the dowel can be applied 
using the fins in the screwing operation. Once the screwing operation is complete, the fins 
must be removed, the end of the hole is grouted with suitable mortar or epoxy matrix, and 
the dowel is completely covered in order to ensure the best possible sealing of the hole and 
adequate adherence between the helical bar and the substrate in the initial part. 

 
Packaging 
Box: 250 pcs. 

 
Storage and safety conditions 
Store in a covered, dry place. Use appropriate precautions during handling, transport and 
storage to avoid damage. 
Wear personal protective equipment (head, gloves, goggles and dust mask) when preparing 
and installing reinforcement systems. 

 
  



 

 
 
 
General Warnings 
The technical and mechanical characteristics and the application procedures indicated in this 
data sheet are based on extensive analysis of the state of the art of research and applications 
in the field. However, they cannot guarantee the final outcome of the applied product, 
particularly regarding the application of systems that must be installed by specialized 
personnel. The data have been developed with the utmost care and awareness, without any 
guarantee of accuracy and completeness and without any responsibility for any further 
decisions made by the user. The data in themselves do not imply any legal commitment or 
secondary obligations of any kind. The data do not exempt the client from independently 
verifying the product's suitability for its intended use. The buyer is responsible for ensuring 
the suitability of the products described in this document for the use and purposes intended. 
Olympus Srl assumes no responsibility for the misuse of the material. The customer must 
ensure that this sheet and the data contained within it are valid for the specific batch of product 
in question and have not been superseded by newer editions, formulations, or certifications. 
We recommend that customers contact our Technical Office for further clarification. This 
edition supersedes all previous versions.  
The product is classified as per Regulation (CE) N. 1907/2006 and therefore does not require 
a Safety Data Sheet. 
To check the latest version of this technical data sheet, for information, technical assistance, 
and other structural reinforcement systems, contact the Olympus Technical Office: 
email: ufficiotecnico@olympus-italia.com – tel: 800.910272 – web: www.olympus-italia.com 
 
 

 
Product for professional use 

 


