
 

OLY GROUT MX 
 
 

Mortar for concrete reprofiling R4 
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Characteristics 

 Good adhesion 
 Resistant to permanent moisture 
 Sulphate resistant 
 Resistant to frost and de-icing salt XF4 
 Applicable by hand and machine 
 Mortar/concrete class: PCC 
 AAR-resistant due to Microbartest 
 Class R4 mortar 

 

Art. Number GROOMX/R GROOMXCAM 

Info  

Recycled material 
content 20% and 
CAM-compliant - 

Decree 23 June 2022 

Technical data Typical value 

Units per pallet 54 cf./pallet (CH) 

Quantity per unit 25 kg/cf. 

Grain size 0 – 0,8 mm 

Consumption ≈ 1,5 - 1,7 kg/m²/mm 

OLY GROUT MX 

Mortar for concrete reprofiling R4 

 
OLY GROUT MX is a high-quality, highly sulphate-resistant 
cement mortar with fibres for reprofiling concrete, applicable in 
one or more layers. Use for protection and repair of load-bearing 
concrete structures in accordance with EN 1504-3. Concrete for 
supplementing the section, reinforcement, increasing the 
concrete cover thickness, for replacement of concrete containing 
harmful substances. 
The product can be used on horizontal, vertical and overhead 
(ceiling) surfaces. Due to its resistance to sulphates, the mortar is 
suitable for the repair of canal and sewage plant surfaces. It is 
also suitable for reinforced skimming with composite meshes for 
FRCM systems. Any special additives may only be added with the 
manufacturer's approval. 

 
 



 

 
 
 
 

Art. Number GROOMX/R GROOMXCAM 

Info  

Recycled material 
content 20% and 
CAM-compliant - 

Decree 23 June 2022 

Technical data Typical value 

Yield approx. 14,3 l/cf. 

Water requirement approx. 4,5 l/cf. 

Thickness > 3 - max. 45 mm 

About thickness per coat 

Specific weight fresh mortar approx. 2.070 kg/m3 

Compressive strength (1 day) ≥ 10 MPa 

Compressive strength (7 days) ≥ 20 MPa 

Compressive strength (28 days) ≥ 50 MPa 

Adhesion to substrate (28 days) > 2 MPa 

Elastic modulus (28 days) 25,3 GPa 

Test certificates Hartl Ges.m.b.H.  tested according to EN 1504-3 

Surveillance 

External control by accredited testing institute. In-
house production controls are carried out in the 
laboratory to ensure consistent composition and 
quality characteristics. 

Free withdrawal < 0,6 mm/m 

Chlorine ion penetration ≤ 0,6 % 

Resistance to thermal shock 
R4 / ≥ 2,0 MPa, with exposure to frost and 

thawing agents (XF4) 

Resistance to carbonation satisfied 

Reaction to fire A1 

Usual water content 0,18 

 
Base material 

 Cement  
 Additives to improve processing 
 Selected sands 
 Filler materials: special fibres 

 
 



 

 
 
 
Working conditions 
During processing and drying, the temperature of the surroundings and substrate must not 
fall below +5 °C and rise above +30 °C. 
At high temperatures the material must be stored in a cool place and cold mixing water must 
be used. 
At low temperatures the material must be stored in a warm place and protected from frost, 
and the mixing water must be heated to at least + 25 °C. 
Until completely dry, protect against frost, too fast drying (direct sunlight, wind) and 
subsequent moisture (rain). 

 
Support 
The substrate must be dust-free, frost-free, absorbent, flat, sufficiently rough and 
consistent, and free of efflorescence and release agents such as release oil or similar. 
The substrate must be prepared in accordance with EN 1504-10. The concrete substrate 
must be wetted adequately and in good time beforehand. When applying compensating 
concrete, there must be no film of standing water on the surface. 

 

 
Preparation 
Mix the concrete repair mortar with the predetermined amount of water using suitable 
machinery for a suitable time until a homogenous mass is obtained.  

 
Processing 
The surface can be levelled and smoothed within the working time. Cavities and irregularities 
in the surface must first be reprofiled, after which the layer of the desired thickness is applied. 
Joints in the substrate must also be reprofiled and reconstructed in the coating layer. 
Appropriate post-treatment must be provided in accordance with applicable standards. 

 
Warnings 
All types of OLY GROUT repair mortar (R2, R3, R4) can be applied with any approved 
protection system in accordance with EN 1504-2. 

 
Hazard considerations 
Safety data are given in the Safety Data Sheet. Please consult the sheet carefully before 
using the product. 

 
Processing instructions 
Material remaining in open containers must not be used or mixed with fresh material. 

 
  



 

 
 
 
Storage 
Store in a cool, dry place, preferably on wooden pallets. 
Shelf life: minimum 12 months according to Directive 1907/2006/EC Annex XVII at 20°C and 
65% relative humidity. 

 
General warnings 
This data sheet replaces and cancels previous versions. 
The information in this technical data sheet corresponds to our current knowledge and 
experience. The data has been compiled with the utmost care and attention, but without any 
guarantee of accuracy or completeness, and without any responsibility for the user’s further 
decisions. The data itself does not entail any legal obligations or secondary duties of any 
kind. The data does not relieve the customer from independently verifying the product’s 
suitability for its intended use. Our products are subject to continuous quality control both on 
raw materials and the finished product to ensure consistent quality. Our technicians and 
consultants are available for information, clarification, and inquiries regarding the use and 
processing of our products, as well as for site inspections. Updated technical data sheets 
are available on the internet at www.olympus-italia.com or can be requested from our offices. 
Marking obligations are not linked to the intrinsic nature of a product but to the intended use 
for which a specific material is applied: before placing an order, it is the customer's 
responsibility to submit all available documentation to the Project Manager, so that they can 
determine the suitability of the materials (in terms of certifications and performance) for their 
intended use. 
To verify the latest version of this technical data sheet, information, technical assistance, 
and other structural reinforcement systems, please contact the Olympus technical office: 
email: ufficiotecnico@olympus-italia.com – tel: 800.910272 – web: www.olympus-italia.com 
 

Product for professional use 
 


