
 

OLY MESH GLASS 132x132  

 
Pre-formed Glass Fiber Mesh 132x132 mm 
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Advantages and Features 
 Composite GFRP material mesh 
 High mechanical performance 
 Alkali resistant 
 Weather resistant 
 High durability 
 Lightweight and easy to apply 
 Corrosion resistant 
 Reversibility of the intervention  

 
Technical Data (Mesh) 

Property Description 

Commercial Name OLY MESH GLASS 132x132 

Manufacturer Olympus srl 

Mesh Size (mm) 132x132 

Weight (g/m2) 435 

Roll Dimensions (cm) Ø 50~70 x 200 

Fiber Type Alkali-resistant glass fiber 

Matrix Type Thermosetting resin 

 
 
 
 
 

OLY MESH GLASS 132x132 
Pre-formed Glass Fiber Mesh 132x132 mm 
 

 
OLY MESH GLASS 132x132 is a pre-formed glass fiber mesh 
impregnated with thermosetting resin. It is suitable for interventions 
on existing buildings and can be embedded in pours or screeds. 



 

 
 
 

Geometric, Physical, and Mechanical Properties (Mesh) 

Property Unit 

 
Value 

 Reference 
Standard  

Weft Wrap 

Equivalent Diameter  mm 4,3 4,5 CNR-DT 203/2006 

Net Section of Glass 
Fiber 

mm2 5,4 7,2 - 

Nominal Equivalent 
Section of Single Bar 

mm2 14,65 15,95 CNR-DT 203/2006 

Tensile Strength of the 
Bar (Characteristic) 

kN 9,34 11,74 ISO 10406-1:2015 

Tensile Strength of the 
Mesh (Characteristic) 

kN/m 70,70 88,87 ISO 10406-1:2015 

Elastic Modulus GPa 39,42 38,69 ISO 10406-1:2015 

Average Elongation at 
Break of the Bar 

% 1,66 2,10 ISO 10406-1:2015  

Mesh Size A x B mm 132 x 132 
CNR-DT 200/2004 
CNR-DT 203/2006 

Glass Transition 
Temperature Tg of Resin 

°C 89 ISO 11537-2:2013 

 
System Description 
OLY MESH GLASS 132x132 can be used in screed and slab pours. The mesh helps reduce 
cracking within slabs and screeds. 

 
Application Instructions 
For proper installation and usage of the system, refer to the preparation and installation 
manual provided by the manufacturer. The mesh should be embedded in the middle layer 
of the mortar, with appropriate spacers included. 

 

Packaging 
The mesh is supplied in rolls that are 2 meters high and 20 meters long. Typically, 4 rolls 
are placed on each pallet. 

 
Storage Conditions 
Store in a covered and dry location. Take appropriate precautions during handling, 
transportation, and storage to avoid damage. 

 
 
 
 
 
 



 

 
 
 
Safety Guidelines 
When using the product, wear appropriate personal protective equipment (protective 
clothing and gloves, goggles, and dust masks). In case of direct skin contact, wash with 
water and detergent. In case of eye contact, rinse thoroughly with water and, if necessary, 
consult a doctor. For further information, refer to the Safety Data Sheet. 

 
General Warnings 
The technical and mechanical characteristics and the application procedures indicated in this 
data sheet are based on extensive analysis of the state of the art of research and applications 
in the field. However, they cannot guarantee the final outcome of the applied product, 
particularly regarding the application of systems that must be installed by specialized 
personnel. The data have been developed with the utmost care and awareness, without any 
guarantee of accuracy and completeness and without any responsibility for any further 
decisions made by the user. The data in themselves do not imply any legal commitment or 
secondary obligations of any kind. The data do not exempt the client from independently 
verifying the product's suitability for its intended use. The buyer is responsible for ensuring 
the suitability of the products described in this document for the use and purposes intended. 
Olympus Srl assumes no responsibility for the misuse of the material. The customer must 
ensure that this sheet and the data contained within it are valid for the specific batch of product 
in question and have not been superseded by newer editions, formulations, or certifications. 
We recommend that customers contact our Technical Office for further clarification. This 
edition supersedes all previous versions.  
The product is classified as per Regulation (EC) No. 1907/2006 and therefore does not require 
a Safety Data Sheet. 
To check the latest version of this technical data sheet, for information, technical assistance, 
and other structural reinforcement systems, contact the Olympus Technical Office: 
email: ufficiotecnico@olympus-italia.com – tel: 800.910272 – web: www.olympus-italia.com 
 
 

 
Product for professional use 

 
 


