
 
 

OLY MESH GLASS G600  

Preformed glass fibre mesh for structural 
reinforcement  
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Technical Data (mesh)  

Property Description 
Test method 

Reference standard 

Commercial name OLY MESH GLASS G600 - 

Mesh size (mm) 33,02x32,50 ± 5% ETAG 0004 C.3.3 

Weigth (g/m2)  605 ± 5% EN 12127:1997 

Roll size (m) 1,60 x 31,25 - 

Fiber type Alkali resistant fiberglass - 

Matrix type Thermosetting resin - 

 
Mechanical properties (mesh) 

Property Warp Weft 
Test method 

Reference standard 

N° of threads (yarns/m) 2,60 2,40 EN 1049-2: 1999 

Performance class  E23 E23 

L.G. CRM:2019 
Characteristic tensile strength, 
nominal value class E23 (MPa) 

240 240 

Tensile modulus of elasticity, 
nominal value class E23 (GPa) 

23 23 

Wire section (mm2) 8,00 8,00 

EAD 340392-00-0104 
(Test speed 0,2 kN/s) 

Wire tensile strength, average 
value (kN/m) 

4,73 5,48 

Wire tensile strength, 
characteristic value (kN/m) 

4,64 4,99 

Mesh tensile strength, average 
value (kN/m) 

122,90 131,40 

Mesh tensile strength, 
characteristic value (kN/m) 

120,60 119,80 

OLY MESH GLASS G600 

Preformed glass fibre mesh for structural reinforcement  

 
OLY MESH GLASS G600 is a preformed glass fibre mesh 
impregnated with thermosetting resin. It is suitable for structural 
reinforcement work on existing buildings. The mesh  is part of the kit 
CE marked in accordance with EAD 340392-00-0104 and has ETA 
(European Technical Assessment) n. 23/0758. Performance class in 
accordance with L.G. CRM:2019 E23. 



 
 

 
 
 

Property Warp Weft 
Test method 

Reference standard 

Elastic modulus (GPa) 31,88 31,32 EAD 340392-00-0104 
(Test speed 0,2 kN/s) Strain at failure (%) 1,94 2,42 

 
Advantages and characteristics 
 Mesh in GFRP composite material  
 High mechanical performance 
 Alkali resistant 
 Resistant to atmospheric agents 
 High durability 
 Lightness and ease of application 
 Stainless 
 Compatibility with masonry supports 
 Reversibility of the intervention 

 
Installation instructions 
The reinforcement mesh should be embedded in the centre of the plaster layer according to 
the reinforced plaster technique. Provide for the insertion of connectors as per the design 
specifications or according to the manufacturer's instructions. 

 
Packaging 

The mesh is supplied in rolls 1.6 m high and 31.25 m long. 

 
Storage conditions 
Store in a covered, dry place. Use appropriate precautions during handling, transport and 
storage to avoid damage. 

 
Safety instructions 
The product is an article according to the definitions of Regulation (CE) n. 1907/2006 and 
therefore does not require a Safety Data Sheet. 
 During use, it is recommended to wear protective gloves and goggles and to comply with the 
safety instructions provided in the workplace. With regard to the safe use of mortars and the 
OLY RESIN I chemical anchor, we recommend that you consult the latest version of the Safety 
Data Sheet. 

 
  



 
 

 
 
 
General Warnings  
This technical datasheet supersedes and cancels previous versions. 
The information in this datasheet reflects our current knowledge and experience. The data 
has been processed with the utmost care, though without guaranteeing its accuracy and 
completeness, and without assuming responsibility for further decisions made by the user. 
The data do not impose any legal commitment or secondary obligations of any kind. 
The data do not relieve the customer from independently verifying the product's suitability for 
the intended use. Our products undergo continuous quality checks on both raw materials and 
finished products to ensure consistent quality. Our technicians and consultants are available 
to provide information, clarification, and answers regarding the use and processing of our 
products, as well as on-site inspections. Updated technical datasheets can be found on the 
internet at www.olympus-italia.com or can be requested from our offices. 
Marking obligations are not related to the intrinsic nature of a product but to its intended use: 
before placing an order, it is the customer's responsibility to submit all available 
documentation to the project manager to establish the material's suitability (in terms of 
certifications and performance) for its intended use.  
To verify the latest version of this technical datasheet, for information, technical support, and 
additional structural reinforcement systems, contact Olympus Technical Office:  
email: ufficiotecnico@olympus-italia.com – tel: 800.910272 – web: www.olympus-italia.com 
 
 

 
Product for professional use 

 
 


