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OLY NET 150

E-glass fibre mesh, constructed using leno weave with alkali-resistant
coating

OLY NET 150 is a leno-woven and sized glass fibre mesh.

Geometric characteristics <>

Property OLY NET 150 Nominal value Tolerance

Weight of coated fabric 145 g/m? + 5%
Unbleached fabric weight 123 g/m? + 5%
Medium thickness coated fabric 0,48 mm + 5%
Mesh size 4,7 x 4,0 mm + 5%
Elongation at break warp/weft 3,34-3,34 % + 5%
Warp/weft elongation at break after ageing 1,87-2,36 % + 5%
Number of warp threads 200

Number of threads in weft 220

Average initial warp/weft tensile strength 43-41 KN/m

Average warp/weft tensile strength after ageing 23-29 kN/m

Packaging
The product is available in rolls of length 50 ml.

Safety instructions
The product is an article as defined in Regulation (EC) No 1907/2006 and therefore does not
require a Material Safety Data Sheet. During use, it is recommended to wear protective gloves
and goggles and to follow the safety regulations in the workplace.
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General warnings

This technical datasheet supersedes and cancels previous versions.

The information in this datasheet reflects our current knowledge and experience. The data
has been processed with the utmost care, though without guaranteeing its accuracy and
completeness, and without assuming responsibility for further decisions made by the user.
The data do not impose any legal commitment or secondary obligations of any kind.
The data do not relieve the customer from independently verifying the product's suitability for
the intended use. Our products undergo continuous quality checks on both raw materials and
finished products to ensure consistent quality. Our technicians and consultants are available
to provide information, clarification, and answers regarding the use and processing of our
products, as well as on-site inspections. Updated technical datasheets can be found on the
internet at www.olympus-italia.com or can be requested from our offices.
Marking obligations are not related to the intrinsic nature of a product but to its intended use:
before placing an order, it is the customer's responsibility to submit all available
documentation to the project manager to establish the material's suitability (in terms of
certifications and performance) for its intended use.

To check the latest version of this technical data sheet, for information, technical assistance,
and other structural reinforcement systems, contact the Olympus Technical Office:

email: ufficiotecnico@olympus-italia.com — tel: 800.910272 — web: www.olympus-italia.com

Product for professional use




