
 

OLY PROFILE C 27 

C-shaped metal framework for the construction of 
suspended ceilings 
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Technical data 

Property Description 

Commercial name OLY PROFILE C 27 

Manufacturer Olympus srl 

Material Galvanized steel type DX51D 

Thickness (mm) 0,6 

Short side length (mm) 27 

Long side length (mm) 49 

Length (m) 3-4 

Weight kg/m 0,509 

Fire resistance A1 

 
Mechanical characteristics (test method according to UNI EN 14195:2014) 

Property U.M. Value  

Yield strength Mpa ≥300 

Elastic modulus GPa 210 

 
Fields of application 
Used in combination with OLY PROFILE U 28 in the construction of metal frameworks for 
suspended ceilings within the OLYMPUS FIRE – REI 120 fire protection system. 
It can also be used with OLY PROFILE C27 profiles arranged in two mutually orthogonal 
directions for the construction of metal framing systems for anti-collapse ceilings using OLY 
SIL FIRE 12 boards. 

 

OLY PROFILE C 27 
C-shaped metal framework for the construction of suspended 
ceilings 
 

 
OLY PROFILE C 27 is a C-shaped metal framework used for the 
construction of suspended ceilings. It is shaped and pre-perforated to 
facilitate the passage of systems and installations. It is a component 
for mounting the OLY SIL FIRE panel and bears CE marking in 
accordance with standard EN 14195:2014. The framework is available 
with a thickness of 0.6 mm, C-shape of 27 mm, and in 3-meter bars. 



 

 
 
Packaging 
Packaging of 30m / Pallet 1440m. 

 
Storage and safety conditions 
Store in a covered and dry place. Take appropriate precautions during handling, transport, 
and storage to avoid damage. 
During the preparation and installation of reinforcement systems, wear personal protective 
equipment (helmet, gloves, goggles, and dust masks).  

 
General warnings 
This technical datasheet supersedes and cancels previous versions. 
The information in this datasheet reflects our current knowledge and experience. The data 
has been processed with the utmost care, though without guaranteeing its accuracy and 
completeness, and without assuming responsibility for further decisions made by the user. 
The data do not impose any legal commitment or secondary obligations of any kind. 
The data do not relieve the customer from independently verifying the product's suitability for 
the intended use. Our products undergo continuous quality checks on both raw materials and 
finished products to ensure consistent quality. Our technicians and consultants are available 
to provide information, clarification, and answers regarding the use and processing of our 
products, as well as on-site inspections. Updated technical datasheets can be found on the 
internet at www.olympus-italia.com or can be requested from our offices. 
Marking obligations are not related to the intrinsic nature of a product but to its intended use: 
before placing an order, it is the customer's responsibility to submit all available 
documentation to the project manager to establish the material's suitability (in terms of 
certifications and performance) for its intended use.  
The product is an article according to the definitions of Regulation (CE) n. 1907/2006 and 
therefore does not require a Safety Data Sheet. 
To verify the latest version of this technical datasheet, for information, technical support, and 
additional structural reinforcement systems, contact Olympus Technical Office:  
email: ufficiotecnico@olympus-italia.com – tel: 800.910272 – web: www.olympus-italia.com 
 
 

 
  Product for Professional Use 

 
 


